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Oak Door Linings, Architraves 
and Skirtings – Boxed Sets
Constructed with a solid engineered core for 
added stability and faced with oak veneer. Each 
set is sufficient for most standard door sizes, 
available both varnished and unvarnished. 

Great value external door frame kits, 
manufactured using solid oak (unfinished). 
Laminated construction for extra stability and 
material economy without losing authenticity.

Lengths supplied are sufficient for most 
standard door sizes, including a version for 
pair or sidelight configurations (ODF9457W). 
A separate boxed mullion is available where 
a rebate both sides is required for sidelights 
(OML9468). All components require cutting  
to size.

Draught strips are included, reversible open 
in or out. Suitable for use externally but it is 
essential that complete shelter from direct rain 
and hot sunshine is provided if appearance and 
performance is to be maintained. Full treatment 
with a quality external wood finish is required.

Modern Architrave 
The perfect 
complement for your 
doors. Veneered on 
MDF and supplied with 
sufficient lengths to 
fit both sides of most 
standard internal door 
sizes. 

Sovereign Sets  
The ultimate 
embellishment for 
enhancing oak or 
painted internal doors 
in both unfinished 
and prefinished oak, 
veneered on MDF. 

Pair Maker  
Oak style T-section 
pair maker, available 
for both standard and 
metric width doors.

Each box contains sufficient for one side 
of a door and includes 2 jambs, 1 head, 
2 corner blocks and 2 plinth blocks.  

We offer two different head sizes to suit  
both single leaves and pairs.

Size (mm)	 Varnished	 Unvarnished

30 x 108	 ODL108V	 ODL108

30 x 133	 ODL133V	 ODL133

Each pack is sufficient for a single door 

Contents per box: 

2 pieces 2100mm - Jambs 

1 piece 1050mm - Head 

Stops - 12 x 45mm, 2 pieces 2100mm, 1 piece 1050mm 

Size (mm)	 Varnished	 Unvarnished

ARCHITRAVES  

(box quantity for 2 sides single leaf)

		  OCLRA70V	 OCLRA70

Contents per box: 

4 pieces 2200mm - Jambs  70 x 20mm 

2 pieces 1100mm - Heads  70 x 10mm

Size (mm)	 Product Code

VARNISHED 

1100	 RPSOV011

1800	 RPSOV022	
UNVARNISHED 

1100	 RPSOV011-OU

1800	 RPSOV022-OU

LININGS

MODERN ARCHITRAVE

ARCHITRAVE SETSSize (mm)	 Varnished	 Unvarnished

18 x 69	 OARC69V	 OARC69

Each pack is sufficient for both sides of one door 

Contents per box:  

4 pieces 2200mm 

2 pieces 1200mm lengths  

ARCHITRAVES

Size (mm)	 Varnished	 Unvarnished

18 x 144	 OSK144V	 OSK144

Contents per box:  

4 pieces 3000mm lengths

SKIRTING
Size (mm)	 Product Code

UNVARNISHED 

2100mm               OPRMAKER37  (to suit 35mm door)

2100mm               OPRMAKER42 (to suit 40mm door)

PAIR MAKER

ARCHITRAVE: A decorative moulding that 
surrounds the door, and bridges the gap between 
the edge of the frame and the wall.
APERTURE: An opening in a door where glass 
would be fitted.
BEADING: The mouldings that surround a panel in a 
solid door, or a pane of glass in a door.
BESPOKE DOORS: Doors that are tailor-made  
to meet individual requirements. Choosing an 
alternative to the stock doors from the brochure 
allows clients to request special sizes and 
alternative designs to match their specific needs.
BI-FOLD: These are doors that fold together as they 
open to save space, using a tracking system that 
enables the door to slide into position. Bi-folds are 
particularly suitable for smaller spaces and can 
also be installed as a pair to create a room divider.
CERTIFIRE: An independent, audited process to 
ensure that Fire Doors are manufactured to specific 
standards. 
CORE CONSTRUCTION: The internal composition  
of a door.  
DOOR PAIRS: Two doors installed adjacent to each 
other and modelled to form a pair of doors, creating 
double the size of opening of an individual door.
FD30 FIRE DOORS: Doors that have been tested  
by an accredited test house to ensure that they  
are able to resist the passage of fire for more than 
30 minutes.  Likewise, FD60 fire doors will last at 
least 60 minutes.
FINISH: The surface of the door. Doors can be 
supplied finished, (usually with a clear lacquer or 
paint), or unfinished/natural (where you are able  
to apply your own finish).
FLAT PANEL: This is a panel on a door which is not 

raised, bevelled or profiled.
FRAME: The timber components (e.g. linings and 
casings) that are fitted within a wall opening to 
which a door is fixed. 
FSC®: The Forest Stewardship Council is an 
independent organisation that promotes the 
responsible management of forests worldwide.  
The FSC standard is recognised globally.
HANDING: Predominantly referring to door pairs,  
it describes which door in the pair opens first.   
E.g. RHA (right hand away) or LHA (left hand away) 
INLAY: A decorative strip, design or pattern which 
is embedded into the face of the door. Typically the 
inlay is made of a complementary material or 
alternative colour to the door, like a veneer or 
coloured plastic, and it is flush with the door’s 
surface.
INSERT: Similar to an inlay but usually slightly 
thicker and it may not be flush with the door’s face 
(front of the door).
LATCH PACKS: These packs contain everything you 
need to fit your door including handles, hinges and 
a latch mechanism.
LIGHT: This refers to an individual pane of glass 
within a door e.g. a ‘2 light’ door has two panes of 
glass.
LININGS/CASINGS: Another name for an internal 
door frame.
LIPPINGS: These create the door edge and can be 
reduced slightly in size to fit a specific door opening, 
without exposing the inner core of the door. Solid 
lippings (as long as they are large enough) allow the 
edges of doors to be modelled to form rebated pairs. 
MULLION: This is required when fitting an external 
door with a sidelight.

PAIR MAKER: A timber moulding that is shaped to 
fit on a door edge to easily create a door pair.
POCKET DOOR SYSTEM: This is a sliding door 
system that is built into the wall, so that the door 
disappears on opening completely into the pocket.  
A popular, contemporary door solution that is ideal 
for properties with limited space.
PRIMED: Doors that have been prepared with an 
undercoat ready for a top coat finish.
REBATING: This makes doors into a pair, by 
machining a groove into the edges of two doors, 
creating a partial overlap where the doors meet.  
SAFETY GLASS: Glass that is treated so that, 
should it break, it does not create sharp shards. All 
of JB Kind’s pre-glazed doors comply with building 
regulations and meet European standards. 
SEMI-SOLID CORE: The centre of the door is part 
solid and part cellular components.
SIDELIGHT: A panel which is usually fixed at the 
side of a hinged door. A sidelight is normally a 
narrow panel of glass set alongside a larger door.
SOLID CORE: A heavy and solid centre to a door, it 
is normally made from wood-based timber 
components. 
STANDARD CORE: Standard core doors have a 
cellular structure inside the door. This means that 
the door is lighter in weight than solid or semi-solid 
core doors and is well suited to domestic use.
STILE: This refers to the side of the door.  Specific 
terms are hanging stile (hinge side), leading stile 
(side that opens into a room) and meeting stile 
(door pairs).
VENEER: A thin slice of timber used as a decorative 
material on the visible face of the door.

For a more detailed glossary visit www.jbkind.com

Size (mm)	 Product Code

94 x 57 single leaf frame	 ODF9457
Contents per box: 
2 pieces 2100mm,  
1 piece 1050mm, Jambs and Head (including draught strip) 
1 piece 1050mm, 132mm x 28mm Cill,   
1 piece 1050mm, 17mm x 24mm Cill Converter   

94 x 57 double leaf frame	 ODF9457W
Contents per box: 
3 pieces 2100mm, Jambs and Head (including draught strip) 
1 piece 2100mm, 132mm x 28mm Cill,   
1 piece 2100mm, 17mm x 24mm Cill Converter  

94 x 68 mullion	 OML9468
Contents per box: 

1 piece 2100mm Mullion (including draught strip)	

DOOR FRAMES

MULLION

Weatherboards  
A weatherboard is an 
essential requirement 
wherever doors are 
exposed to rainfall.

Size (mm)	 Timber	 Product Code 

915	 Oak	 WBO29

OAK WEATHERBOARD



Therm-L Exterior

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 762	 44	 OTBOR26
1981	 838	 44	 OTBOR29
2032	 813	 44	 OTBOR28

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 762	 44	 OTALS26L-L
1981	 762	 44	 OTALS26L-R
1981	 838	 44	 OTALS29L-L
1981	 838	 44	 OTALS29L-R

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OTLOI29L-L
1981	 838	 44	 OTLOI29L-R

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OTCOG29

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
2057	 457	 44	 OTRHO16

BORDEAUX	
‘U’ Value 1.6
Clear bevelled safety glass

ALSACE
Shown as left hand	
(State hand required) 
‘U’ Value 1.7
Clear bevelled safety glass

LOIRE	
Shown as right hand
(State hand required) 
‘U’ Value 1.7
Clear bevelled safety glass

COGNAC	
‘U’ Value 1.5

RHONE SIDELIGHT	
‘U’ Value 1.9
Clear bevelled safety glass

First impressions count and by fitting an oak exterior door to your 
home, you will certainly be adding style and distinction.

The beautiful real oak facings of our Therm-L range are prepared 
ready for your preferred varnish finish. Constructed with a solid 
composite core that incorporates insulating properties, the doors are 
compliant to Part ‘L’ of the building regulations - meeting the thermal 
‘U’ (1.8w/m2k) value criteria for new build. 

Supplied fitted with insulated glazing units that truly enhance the 
beauty of the doors. To achieve full thermal insulation properties, the 
glazed panels have an external face marked upon each door.  For this 
reason, when glass panels are offset, it is necessary to specify left or 
right as viewed from outside.

Matching sidelights can be reduced from 2057 to 1981mm and 457 
to 356mm to fit, if secured in framing. Please note that they are not 
designed for use as opening doors.
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MOSEL

Important: 
Oak is a by-word for strength and durability but this should not be confused 
with the fact it is most vulnerable and can easily be degraded if constantly 
exposed to rain or hot sun.

A South/South Westerly elevation facing the prevailing weather is the worst 
scenario. To preserve the beautiful appearance and to guarantee long, 
trouble-free service, it is essential to provide adequate shelter from the 
worst elements of the weather. Position them back from the front face of 
the building or fit a canopy/open porchway projecting not less than 1.5m.

Therm-L Exterior 
continues overleaf

l	 Oak faced external doors
l	 Part ‘L’ compliant
l	 Prepared ready to finish
l	 Solid core construction

Timber veneers are a 
natural material and 
variations in the colour 
and graining should be 
expected. Colours depicted 
are representative only.

All images are shown finished 
for illustrative purposes only.



Therm-L Exterior continued

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OTNOR29

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OULL29

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OTBUR29

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OWIN29

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OTMOS29

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OCON29

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
2057	 457	 44	 OTPIE16

Height/Width/ 	 Product 
Thickness mm	 Code

UNFINISHED 
1981	 838	 44	 OTRIO29

NORFOLK
‘U’ Value 1.5
Clear glass with black lead 
camings

ULLSWATER
‘U’ Value 1.7

BURGUNDY	
‘U’ Value 1.7
Obscure and clear glass with 
zinc camings

WINDERMERE
‘U’ Value 1.7
Obscure sandblasted glass

MOSEL	
‘U’ Value 1.5
Obscure and clear glass with 
zinc camings

CONISTON
‘U’ Value 1.7
Obscure sandblasted glass

PIEDMONT 
SIDELIGHT	
‘U’ Value 1.9
Obscure and clear glass 
with zinc camings

RIOJA	
‘U’ Value 1.7
Obscure and clear glass with 
zinc camings
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Timber veneers are a 
natural material and 
variations in the colour 
and graining should be 
expected. Colours depicted 
are representative only.BURGUNDY AND PIEDMONT SIDELIGHT LOIRE

Important: 
Oak is a by-word for strength and 
durability but this should not be confused 
with the fact it is most vulnerable and can 
easily be degraded if constantly exposed 
to rain or hot sun.

A South/South Westerly elevation facing 
the prevailing weather is the worst 
scenario. To preserve the beautiful 
appearance and to guarantee long, 
trouble-free service, it is essential to 
provide adequate shelter from the worst 
elements of the weather. Position them 
back from the front face of the building or 
fit a canopy/open porchway projecting not 
less than 1.5m.

All images are shown finished 
for illustrative purposes only.



The principal enemy of timber doors is excess 
exposure to moisture or dryness. Having left our 
custody, we have no control over the conditions 
to which they are subjected and to avoid any 
subsequent cause for disappointment, we 
strongly advise the following advice is heeded.  
If suitable care and treatment is not taken to 
prevent the free passage of moisture either into 
or out of the wooden door, stresses within timber 
may be released resulting in movement or 
distortions such as swelling, shrinking, warping, 
splitting, twisting or even discolouration. We are 
unable to accept any liability for any failings 
where they have arisen due to the free passage 
of moisture. 

Storage
Upon receipt, check your doors carefully for 
condition and suitability, as claims made later 
may not be considered. Please store doors laid 
flat, fully supported off the floor with at least 
three full width bearers of the same dimension 
in a dry fully ventilated area, with protective 
packaging intact. Doors supplied unfinished 
should be thoroughly sealed on all faces and 
edges prior to the commencement of any  
joinery work, although first sizing them may  
be to advantage.

Wood finishes
There are numerous brands on the market and 
we fear many are formulated to achieve a low 
market price rather than quality. Be sure to 
select one to provide a lasting seal between 
component parts. Avoid the use of water based 
finishes, using only good quality solvent based 
finishes that have recognised sealing properties, 
ensuring that it is fit for purpose for the situation 
and conditions in which your door is to be fitted.

Follow the manufacturer’s instructions carefully 
and we recommend keeping a copy of the claims 
made for the product in the event it fails to 
perform. It is vital all finishing systems are 
applied equally to both sides and edges at the 
same time. Rapid changes in ambient moisture 
are extremely detrimental especially when 
unbalanced.

Natural oils such as Danish oil, tung oil and 
linseed oil are not suitable for use with any of 
our products. These solutions are penetrating 
oils and are not suitable for use with veneered 
doors. The application of a base coat stain or 

paint primer alone is not deemed to form a seal. 
Failures related to treatment will be assessed 
based on their application and the claims made 
by their manufacturer. 

Installation
Check the door for suitability prior to 
commencing work. Claims made later may not 
be considered. When trimming doors, reduce 
them equally and not excessively from the top 
and bottom for height, to the hanging edge only 
for the width, if minimal, but equally with the 
meeting edge if a greater amount is necessary. 

Recesses for hinges (3 No. 75mm internal,  
3 No. 100mm external) and mortises for latch / 
locks etc. should be cut to the minimum 
recommended sizes. Panel door mortises should 
not be located at rail joints as this may 
significantly weaken them. On completion 
remove doors, taking off all ironmongery and 
treat every cut / untreated surface liberally with 
a number of coats of an appropriate treatment 
before finally refitting. Remember to pay 
particular attention to all edges of your door, 
particularly any exposed end grain where the 
propensity for the free passage of moisture is 
much greater.

Installation - Fire doors
When fitting our FD30 fire doors, please note 
that there are strict limitations about how much 
they can be trimmed and these must not be 
exceeded.  Ironmongery used in the installation 
of fire doors must be strictly in accordance with 
the door’s certification and appropriate for use 
with a fire door. 

Internal door specific
We strongly advise against the installation of all 
types of timber doors into a building with recent 
plastered or screeded areas.  Wet sites with 
enclosed unheated buildings represent 
extremely detrimental environments and must 
be thoroughly dry, without condensation, before 
doors are introduced. Even our pre-finished 
doors should not be exposed to inappropriate 
damp site conditions.

External door specific
Even in times past, it was never advisable or 
intended that timber entrance doors be fully 
exposed to the worst elements of our climate, 
even if well coated. A South / South Westerly 

elevation is the worst direction for the prevailing 
weather and exposure to the hottest sun which 
can seriously degrade external doors.

We recommend they are set back from the front 
face of the building or covered by a canopy or 
porch way projecting not less than about 1.5m, 
regardless of elevation. Always fit with a suitable 
weatherboard regardless of frame cill type fitted, 
to prevent droplets of moisture hanging from the 
door bottom. 

Future maintenance is most important to 
retain good appearance over many years and  
we recommend washing down with warm water 
and detergent every two to three years and 
re-coating.

Quality standards
All external and internal doors are supplied  
in accordance with BS EN 942:2007 “Timber  
in Joinery General Classification of Timber 
Quality”, BS 5278:1976/EN25:1975 “Doors 
measurement of Dimensions and of Defects  
of Squareness of Door Leaves” and BS EN 
951:1999 “Door leaves. Method for measurement 
of height, width, thickness and squareness”.  

Any claims against warranty relating to 
manufacture will be assessed strictly in 
accordance with the criteria contained within.

Any claims against warranty relating to  
storage, handling or installation of any of  
our doors will be assessed against guidelines 
contained within BS8000 part 5:1990 and  
British Standard Code of Practice CP151.  
JB Kind Terms and Conditions of Trading apply.

Safety Glass
To comply with building regulations all our 
pre-glazed doors meet the requirements of  
the European standards.

Variations
Wood is a natural material and variations in 
colour should be expected. Colours depicted  
are representative only and are reproduced as 
accurately as the printing process will allow.  
We reserve the right to make alterations or 
modify specifications without notice. Errors  
and omissions excepted.

Essential Door Care & Maintenance Advice Where to buy our doors

Visit our Showroom
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Our doors can be ordered from Builders Merchants and Door 
Retailer partners across the UK and buying your JB Kind 
doors is now even easier with our online Supplier Locator. 
Just go to www.jbkind.com and put in your postcode to find 
the closest retailer to you – we also tell you which outlets 
have JB Kind door displays so you can take the time to go 
and experience just how fabulous our doors really are!

If you already know exactly what you want and you like the 
ease of ordering online, then just pop onto the website and 
check out the buy online section with links to our approved 
Online Partners - then you’re just a click away from 
receiving your dream doors.

Sometimes you’ll need advice and we are always here to help. Just 
give us a call on 01283 554 197 or email info@jbkind.com.

Located in Swadlincote, Derbyshire, 
you are invited to touch and feel our 
products at first hand – we’re sure 
you’ll be impressed. With over 70 
doors on display, you can view doors 
from our standard stock ranges, 
as well as alternative designs that 
showcase our bespoke service.

Please call 01283 554197 to make an 
appointment. Alternatively, we have 
many partners throughout the UK with 
JB Kind doors on display, so please 
consult us for the closest to you or 
visit our online supplier locator.    



INSPIRATIONAL DOORS.
Undeniable value.

www.jbkind.com

JB Kind Limited
Portal Place, Astron Business Park
Hearthcote Road, Swadlincote, 
Derbyshire DE11 9DW
T: 01283 554197
F: 01283 554182
E: info@jbkind.com

Contact your local stockist

SCAN WITH YOUR 
SMARTPHONE


